
Chicago Pneumatic CP9791 1/2 Drills

Reversible, Productivity, Keyless chuck. Drills for General
Maintenance, powerful and resists to stalls. Great for
various low speed drilling

Specifications Details

Length Metric: 237 mm Imperial: 9.3"

Model Number CP9791

Average air consumption Metric: 2.8 l/s 169.8 l/mn Imperial: 6 cfm

Free Speed 800 rpm

Min. Hose Size Metric: 10 mm Imperial: 3/8"

Product Number 6151949791

Brand Chicago Pneumatic

Collet / spindle size 3/8-24

Actual air consumption Metric: 11 l/s 679 l/mn Imperial: 24 cfm

Sound pressure 90 db(A)

Sound Power 101 db(A)

Air inlet thread size 1/4"

Free speed air consumption Metric: 11.5 l/s Imperial: 24.364406779661 cfm

Net weight Metric: 1.42 kg Imperial: 3.1 lb

Stall torque Metric: 12.4 Nm Imperial: 9.1 ft.lbs

Power Metric: 270 W Imperial: 0.37 hp

Chuck capacity Metric: 13 mm Imperial: 1/2"

Vibration uncertainty (K) - m/sÂ²



Specifications Details

Vibration <2.5 m/sÂ²


